
ENGINE
Yanmar L 100 AE Single cylinder air cooled 
diesel engine. 11.3 Hp (kW 8.3), dry air filter, 
water trap, electric start, battery 55 Ah.
EU Emission Compliant. Option: manual rope start.  

CLUTCH
Single dry plate.

TRANSMISSION
5 Fwd / 1 Rev synchromesh.

GEAR SPEEDS - kph (max.)
1st 2nd 3rd 4th 5th Rev
4.6 8.1 12.1 16.3 18.9 4.8

REDUCTION UNIT
Single/Neutral range and selectable 4WD.
Option: High/Neutral/Low range and selectable 4WD.

PTO
Standard with variable speeds.
Option: PTO on/off mechanism and lever.

FRAME
Central oscillation pivot +/-15° each side to 
optimise 4WD.

STEERING
Rack and pinion.

SUSPENSION
Hybrid system - 2 silent blocks per wheel. 

OPERATOR PLATFORM
Adjustable seat, hand/foot throttle, engine stop 
cable, parking brake, key start, hourmeter.

TIPPING SYSTEM
Hydraulic + Spool valve.
Option: mechanical.

WHEELS
29 - 12.50 x 15 4PR Flotation
(Ground pressure 10psi).
Option: 7.00x12 R1 6PR.

REAR HITCH
Towing capacity 600 Kg (1325 lb).

UNLADEN WEIGHT
750 Kg (1650 lb).

PAYLOAD
600 Kg (1325 lb).

SUNRAIN PROTECTION

DUMP BODY - 600L
High tipping height 1150 mm (45 in)

DUMP BODY - 600L
Low tipping height 660 mm (23 in)

FLAT BODY - 1550X1250 MM
300 mm removable sides.

SPRAYING ATTACHMENT
600L tank - 2x50 m hoses.

FERTILISER SPREADER
Hopper 300L, stainless steel spreading
mechanism.
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DIMENSIONS

FERTILISER SPREADER

HI TIP DUMP BODY

FLAT BODY

SPRAYER FOR PEST CONTROL

MALAYSIA 
KUALA LUMPUR - Head Office 
Tel.: 03-6272 2439, 6272 6514
Fax: 03-6272 2461, 6272 6504
info@intankarang.com

KUALA LUMPUR - Service Hotline
Tel.: 03-6272 4258
Fax: 03-6272 7075
service.kl@intankarang.com

SARAWAK
KUCHING Office
Tel.: 082-628 896
Fax: 082-628 897
sales.kch@intankarang.com

BINTULU Office
Tel.: 086-330 282
Fax: 086-314 282
sales.btl@intankarang.com

SABAH
SANDAKAN Office
Tel.: 089-673 885, 672 885
Fax: 089-671 362
sales.sdk@intankarang.com

LAHAD DATU Office
Tel.: 089-882 708, 882 885
Fax: 089-881 362
sales.ld@intankarang.com

INTAN KARANG SDN BHD
FARM EQUIPMENT SOLUTIONS PROVIDER
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FERTILISER SPREADER
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SPRAYER FOR PEST CONTROL

INDONESIA
JAKARTA - Head Office
Tel : 62-21 385 3630
Fax : 62-21 385 3647
Email : ikmjkt@idola.net.id

Service Centers
PEKAN BARU: Tel 62-761 706 2145, 706 2146
PALEMBANG: Tel 62-711 440 497
SAMPIT: Tel 62-531 320 31
SAMARINDA: Tel 0852 6901 4253

PT AGRISARANA JAYA PERKASA
FARM EQUIPMENT SOLUTIONS PROVIDER
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www.erreppi.comErreppi 
Via dell’Industria, 2 - Z.I. 
06031 Bevagna (Pg)
Italy

T. +39 0742 36 05 92 r.a.
F. +39 0742 36 08 10
info@erreppi.com

dealer

A VERSATILE TRACTOR, DESIGNED TO PERFORM
IN ALL TYPES OF TERRAIN, WHILE RESPECTFUL
OF THE ENVIRONMENT
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Multipurpose functions:
• DUMP or FLAT BODY
• SPRAYER
• FERTILISER SPREADER
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A 4x4  all terrain vehicle 
developed for working in 
peat, soft, wet soils and hilly 
conditions.

Suitable for transporting, 
spraying and applying 
fertiliser 

Maximises engine power and 
efficiently applies torque via 
driveline to ground 

Small powerful 11 hp Yanmar 
Diesel Engine = high torque 
with low fuel consumption.

Strong, light weight chassis 
with flotation tyres to reduce 
soil compaction.

"Single" chassis with central 
oscillating pivot for ground 
stability in extreme condi-
tions."

Synchromesh tranmsission 

Flotation or Standard Tyres 

Hydraulic Tipping  

PTO 
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